
Wireless Control FB-10
LA
Messtechnik

SER

The remote control FB-10 allows a wireless operation of GEO lasers 
with LCD display which are equipped for this purpose. 
The laser and remote control each have a radio transmitter and 
receiver. The laser can be operated remotely from a distance of up 
to 350 m if there is visual contact between it and the remote control.
Operation and the LCD display of the laser and the remote control 
are identical.
  

Features:
   

- High range

- Easy operation

- Can run on disposable or rechargeable batteries

- Robust metal housing

- Watertight   

Easy operation
      

On
Auto off after about two minutes if no buttons pressed.

After switching on the message "Try to connect .. Please wait .."  appears 
and the remote control connects to the GEO laser within about 20 
seconds. 
Apart from the ON button, the functions then correspond to those of the 
keyboard and display of the laser.
When the remote control is on, the laser beam and rotor can be 
switched on and off with a long press of the button. 

Description

Technical Specifications:
  

Working distance: . . . . . . . . . . . . . . . . . . . . . . . . . . . . up to 350 m
The range is reduced by obstacles in the way of the radio signal.
Frequency range:. . . . . . . . . . . . . . . . . . . . . . . . 2.4 Ghz ISM band
Transmitting power:. . . . . . . . . . . . . . . . . . . . . . . < 100 mW (EIRP)
  

Conformity with national regulations:
GEO-Feinmechanik GmbH herewith certifies that the devices
KL-82/-83, UL-86/-87, NL-82/-83/-92/-93, FB-10 conform to the 
fundamental requirements and other relevant regulations of the 
directive 1999/5/EG. The declaration of conformity can be found at 
the following address: http://www.geo-laser.de.
In countries with national regulations not covered by European 
directives it is necessary to check whether regulations and 
homologations allow use.
The homologation is only valid in conjunction with an antenna up to 
3 dBi. 
   

Housing: . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . watertight
Power supply: . . . . . . 2 x mignon cells/AA (disposable or rechargeable)
Current consumption: . . . . . . . . . . . . . . . .  max. 300 mA, min. 55 mA
Operating time:. . . . . . . . . . . . . . approx.: 10 hours with alkali battery, 
. . . . . . . . . . . . . . . . . . . . . 20 hours with NiMh rechargeable battery

   

Dimensions (without antenna): . . . . . . . . . . . . . . . . 150 x 70 x 35 mm
Weight: . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  0.44 kg
   

Guarantee:. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12 months
CE     :. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . certified

 

GEO - partner of the construction industry for over 40 years
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Error messages:
   

"Connection Lost!": Communication between laser and remote control 
interrupted - establish visual contact with the laser  
or reduce the distance to the laser.
Activate wireless remote control in the menu of the  
GEO laser (see instructions for use of laser).

   

"BATTERY LOW": Replace batteries soon. The LCD light stays 
off to save power.

   

"BATTERY EMPTY!": The batteries must be replaced immediately.

Note: The radio transmission can be switched off either in the second 
menu level of the laser or of the remote control. A renewed 
switch-on of the radio transmission is possible only at the laser.

Subject to change. Made in Germany.       Date: 11/2008

Postfach 13 01 64
45445 Mülheim an der Ruhr
 

Solinger Str.8
45481 Mülheim an der Ruhr

Telephone +49 (0) 208-9 93 57-0
Facsimile +49 (0) 208-9 93 57-25
  

www.geo-laser.de
geo-team@geo-laser.deLaser for civil and underground engineering, interior works, machine control

European Quality Product CE
Certified
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